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MGA SAW K™

5.56x45mm configuration

The MGA SAW-K™ is a compact, light weight,
multi-caliber solution to the squad automatic weapon.
Weighing just 12.9 lbs unloaded, measuring 30” long with
the stock unfolded and only 22” folded combined with an
ergonomic rail system and optic friendly butt stock, the
MGA SAW-K™ is the lightest multi-caliber belt fed machine
gun in existence.

The MGA SAW K™ is also 98% parts compatible with the standard
M249, with the only re-sized parts proprietary to the MGA SAW K™

being the barrel, gas tube, and operating rod. Any MGA SAW K™ can be
converted to any supported caliber with the appropriate caliber conversion kit.

SPECIFICATIONS

Part No. MGASAWKS556

Calibers: 5.56x45mm, 6.8mm, 300 AAC BLK, 7.62x51mm, .260 REM
Overall Length: 30”/76cm stock unfolded, 22”/56¢cm stock folded
Barrel Length: 9.75”/25cm, 12”/30cm, 14.5”/37cm :
Weight: 12.9 Ibs/5.8 kg (9.75” barrel) L. —
Rate of Fire: 750-900 rpm ‘ : -
Effective Range: 300m - 600m
Stock: Folding/Collapsible, M4 type
Capacity: 100/200 rounds

Finish: PTFE and Type 3 hard anodized
Operation: Open bolt, gas piston

Fire Modes: FIRE/SAFE

Safety: cross bolt

Thread Pitch: 1/2x28 (5.56x45mm) 5/8x24 (all other calibers)

MULTI CALIBER, MULTI MISSION SOLUTIONS FOR
TODAY'S WARFIGHTERS
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