
This machine gun can easily be converted
to 7.62x51mm or 6.8mm SPC II at a later time.
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MULTI-CALIBER RECEIVER
Caliber:   5.56x45 mm
Overall Length:  847 mm to 1094 mm
   33.4 in. to 43 in.
Barrel Lengths:   468mm, 18.4 in.
   349mm, 13.7 in.
Weight unloaded:  6.9 kg, 15.2 pounds
Cyclic rate of �re:  800 RPM
Ammo capacity:  200 rnd cans to 3,600 rnd packs
Firing mode:  Full auto or Select �re model
Operation:   Gas piston, open bolt
E�ective Range:   800m

SPECIFICATIONS

IMPROVED BARREL LIFE

IMPROVED BUTT-STOCK CHOICES

All MGA SAW™ Gen 3 receivers are multi-caliber
and can accept calibers including: 6.8mm SPC, 
7.62x51mm, 5.56x45mm, 7.62x39mm and more.

Due to the use of an improved internal recoil bu�er,
all MGA Gen 3 receivers can use ANY M4-style
of butt-stock, which most operators prefer.  The
MGA SAW™ can also use any FN MINIMI® stock.
.

Unlike old fashioned chrome-lined barrels, MGA
SAW™ barrels o�er greater longevity due to the use
of Nitromet (Nitrocarburized/QPQ, aka Melonite).

INTEGRATED BATTLE OPTICS
The MGA SAW™ is o�ered with US-based Trijicon 
optics; one of the best battle-optics in production.

ADVANCED SUPPRESSION
MGA SAWs™ feature suppressors from US-based
OSS and GemTech who make some of the best
sound suppressors for machine guns.

SPARE PARTS READILY AVAILABLE
For each MGA SAW™ produced, at least 24 sets of 
spare parts kits are produced and are available.

MODEL:  MGA SAW™ 5.56mm - Modern Con�guration

ANY M4-style
butt stock

Advanced Sound 
Suppression 
Option

Fully compatible with FN MINIMI® but o�ering
numerous modern improvements

Multi-Caliber Receiver

Trijicon Battle Optics

Modernized
Bipod


